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FEATURES

• ETL & cETL listed for wet locations, IP65
• Interior light and down light
• Low profile design
• Replaceable LED module
• No driver or transformer required
• Mounts directly to junction box
• 277V option available special order
• 50,000 hour potential life
• Color Temp: 3000K
• CRI: 85

PRODUCT DESCRIPTION

Like urban renewal, this sconce gives new life to the conventional step 
baffle. Form follows function in this simplified indirect wall sconce. 
Clean styling and robust LED performance are combined in this 
modern dark sky luminaire.

SPECIFICATIONS

Construction: Aluminum

Light Source: High output LED

Dimming: Dims to 10% with an electronic low voltage (ELV) dimmer

Finish:   Black (BK), Bronze (BZ), Graphite (GH)

Standards: ETL & cETL listed, ADA compliant, Dark Sky friendly,  
IP65 Wet Location listed

ORDER NUMBER

Model Height Wattage Voltage LED Lumens Delivered Lumens Finish

WS-W1110
WS-W1116
WS-W1122

10"
16"
22"

12W
16W
20W

120V
720
960

1200

370
490
610

BK
BZ
GH

Black
Bronze
Graphite

 
 

Example: WS-W1110-BK
For 277V special order, add an "F" before the finish: WS-W1110F-BK

WS-W1110

WS-W1116 WS-W1122

URBAN 
WS-W1110 / WS-W1116 / WS-W1122
LED Exterior Sconce

REPLACEMENT FLAT GLASS

Part# Fixture
RPL-GLA-1122-02 

RPL-GLA-1122-01 
WS-W1122

RPL-GLA-1116-02 

RPL-GLA-1116-01
WS-W1116

RPL-GLA-1110-02 

RPL-GLA-1110-01
 WS-W1110


